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Lengths from 1,000–2,100 mm

Tube 28 × 40 × 1.5 mm

66 6524 is a works-welded variant incor-

porating components from the ht oval kit 

(see next page). It can be used as a pull 

model in its own right from A Dimensions 

of 1,000 mm upwards and is also recom-

mended on grounds of stability for A 

Dimensions of from 1,500–2,100 mm.

Pulls in the welded series FSB 66 6524 

are made to order. To this end, please 

specify the bracket combination desired 

citing the relevant drawings and their 

numbers (e. g. FSB 66 6524 4545). 

Please also advise Dimension A, the dis-

tance between bracket fixing centres. We 

will then determine the pull’s tube length 

by either adding or subtracting the differ-

ential dimensions given on the following 

page prior to welding the parts together  

at the works.

     

We only manufacture the bronze versions 

of FSB 66 6524 with the bracket combina-

tion 45/55 or 46/56 as a rule.
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It is necessary when assembling ht oval 

hardware (either oneself or using the 

works-welded variant) to bear structural 

requirements and conditions on site in 

mind. These handles are no substitute for 

gymnastic bars and must not be used as 

safety barriers at hazardous building 

openings. If you are in any doubt, please 

consult the architect or structural engi-

neer. Details of fixing methods are to be 

found on pages 558 ff.


